GTX2867R GEN I Y] Honeywell

Horsepower: 275 - 550
Displacement: 1.4L - 2.5L
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FEATURES:

#GEN lZJAER%DYNAMICS FEATURE INCREASED HORSEPOWER RANGE

# IMPROVED PORTED SHROUD DESIGN FOR SURGE RESISTANCE

] # NEW FULLY MACHINED SPEED SENSOR PORT. DETAILS ON PG. 56

® WASTEGATE ACTUATORS & BRACKET KIT AVAILABLE ON PG. 56

# SOLD AS ASSEMBLY KITS (SUPER CORE + TURBINE HSG)
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CORRECTED AIR FLOW {LBS/MIN) PRESSURE RATIO
Compressor Turbine
Super Core Reference Data Inducer Exducer Trim AR Inducer Exducer Trim
GIX286TR 50mm 67 mm 55 0.60 S54mm &7 mm 76
Notes Assembly Kit PN Super Cora PN Turbine Kit PN MR Inlet Outlet Wastegate Divided
B56800-50075 849894-50025 B276920-0003 064 125 5 bolt Wastegated N
haserisly Kt PN includis B56B800-5008S 849894-50028 B27690-0004 086 125 5 bolt Wastegated N
Super Cors and Tubine Kt | B56B00-50055 849894-50025 B27690-0001 057 V-Band V-Band Free Float N
B56800-50065 869894-50025 B27690-0002 072 V-Band V-Band Free Float N
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